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(57) Abstract: A method and system, for recognition and/or monitoring of wheels of a motor vehicle (10), comprising at least one 
tyre (11, 12, 13, 14), are disclosed. The wheels are each provided with a memory and transmission device (15, 16, 17, 18) for 
tyre-specific data. The data transmission device (15, 16, 17, 18) cooperates with a receiver device (19) on the vehicle, for reading 
the tyre-specific data. According to the invention, the receiver device (19) is connected to a storage and analytical unit (20) which 
provide the tyre specific data for a further processing functionality (21). 
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(57) Zusammenfassung: Es werden vorliegend ein Verfahren und ein System zur Erkennung und/oder Uberwachung von jeweils 
wenigstens einen Reifen (11, 12, 13, 14) umfassenden Radern eines Kraftfahrzeuges (10) vorgeschlagen. Die Rader sind jeweils mit 
einer Speicher- und Ubertragungseinrichtung (15, 16, 17, 18) von reifenspeziflschen Daten versehen. Die Datenubertragungseinrich- 
tung (15, 16, 17, 18) wirkt mit einer fahrzeugseitigen Empfangseinrichtung (19) zum Einlesen der reifenspeziflschen Daten zusam- 
men. ErfindungsgemaB ist die Empfangseinrichtung (19) mit einer Speicher- und Auswerteeinheit (20) verbunden, die die reifen- 
speziflschen Daten einer Weiterverarbeitungsfunktionalitat (21) zur Verfugung stellt. 



